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DMDBL MORTISE DEADBOLT

DOOR PREPARATION

METAL DOOR
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ON OUTSIDE DOOR SURFACE ONLY FOR 

BOTH SIDES IF DOUBLE CYLINDER IS USED
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ON INSIDE DOOR SURFACE ONLY

WHEN THUMBTURN IS USED
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#12-24 UNC, FOR COMBO 

WOOD-MACHINE SCREWS 

2-THREADED HOLES 

SUITABLE REINFORCEMENT 

REQUIRED

REINFORCEMENT PLATES

(BY DOOR MANUFACTURER)

LOCK BODY SUPPORTS

(BY DOOR MANUFACTURER)

2.75

[69.9]

NOTES:

1. PREPARATION FOR 1-3/4" METAL DOOR WITH METAL FRAME. FOR OTHER DOOR THICKNESS THE STRIKE VERTICAL LINE MUST BE ALIGNED 

WITH THE LOCK BODY VERTICAL CENTER LINE ON DOOR EDGE.

2. IT IS RECOMMENDED TO PROVIDE SUITABLE REINFORCEMENT TO THE DOOR AT THE LOCK AREA AND FOR THE LOCK FACEPLATE AND ON 

FRAME FOR STRIKE ATTACHEMENT

3. BEFORE DRILL HOLES "A" AND "B", VERIFY THE TYPE OF DEADBOLT FUNCTION WITH RESPECT TO CYLINDER AND THUMB-TURN 

REQUIREMENTS.
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RECESS 0.125" DEEP

STRIKE DUSTBOX

CAVITY 1-1/8" DEEP
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WOOD-MACHINE SCREWS
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FUNCTIONS CHART

FUNCTION DESCRIPTION

HOLE A

EXTERIOR

HOLE A

INTERIOR

HOLE B

INTERIOR

51

SINGLE CYLINDER WITH 

THUMBTURN

X X

55 THUMBTURN ONLY  X

60 DOUBLE CYLINDER X X

64 CYLINDER ONLY X

DUSTBOX CLEARANCE 

1" WIDE X 1" DEEP

0.875

[22.23]

STRIKE REINFORCEMENT 

& MOUNTING BRACKET

(BY FRAME MFR)
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3.95
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REFERENCE LOCK BODY OUTLINE

DOOR STOP

SILENCER

LOCK BODY CLEAR

CAVITY.

1" X 3-3/8" X 4-1/8"


